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DESCRIPTION HY28A2024-0A2
PR
CUS. P/N
P i H
DATE 2025.05.12
RDAWING CUSTOMER APPROVE
2% A7 A i 5%
MADE |CHECKED | APPROVED
W TEL: 0755-27909535 TEL: 19166347631
BITER 2 Email:yucores@yucores.com.cn 13423947631
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SPECIFICATION FOR APPROVAL

KR H
CUSTOMER DATE 2025.05.12
A% M B
ITEM HY28A2024-0A2 SERIALNO.
1.1, R fomasex: o B A 29.0 = 1.0 mm
) SHAPE & DIMENSION(unit/mm): The Sample:: B 30.0 + 1.0 mm
ARt R
- —pnsteere ) C 13.0+ 0.8 mm
BHﬂ ==l D 32.0+ 1.0 mm
= e E 26.0 + 0.8 mm
YN
e W F 294 + 0.8 mm
QGIW ESps WE G 13.0+ 0.5 mm
NN N H 12.95+ 0.5 mm
R MEREARH A - on ey
2. o , e
ELECTRICAL REQUIREMENTS: RS INATRUMSRTS
0L TEST KHZ 1. Q-METER:
FREQ MHZ OHP 4342A  OMQ-172
0o TEST KHZ 2.L.C.R. METER:
FREQ MHZ OHP 4284A
KH7Z KH7Z 3. IMPEDANCE ANALYZER:
Z1= 1250 MIN Z2= 2300 MIN
97 25 MHZ 100 MHZ OHP4396B  OHP4191A  JE4991A
73— _~ KHZ}.,, _~  KHZ I Agilent 16194A-TESTFIXTURE
= MHZ‘Q = MEZ 4. L-METER:
I C B OE % OTH 2817A
ZEMZE HUMIDITY 5. DIGITAL MINI-OHM METER:
M A
WINDING ®0.65x0.5TSx100L(mm) OVP2941A
3 &I\ %ﬁxi
* THE LIMIT OF BREAKAGE;:
18 H R HE(E
Item Standard Value
— B fil 4 1 T A - )
Area of a breakage <Ilmm
48 B T X, 4
All area of the breakage < smm
BRBG TR
The depth of the breakage <0.4mm
B
The length of burr <0.2mm
4 fu 4.
* PACKAGING:

WK RS &, SMIUSCR AR, BEARZE GO IAR 3 B i R (it i 44 . o L Sk, B A).
Inner packing adopts foam plastics box, outer packing adopts carton and each carton should have a qualified
chapter label outside(include the variety, quantity, batch number and inspector).
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INSPECTION DATA

%P H ¥ W
CUSTOMER DATE 2025.05.12 QUANTITY 5PCS
g .
SERIAL NO . TEAR R (8 /e )« Y I -
A SHAPE & DIMENSION(unit/mm): The Sample:;
HY28A2024-0A2 g R
ITEM /- ®C(Core ID)
% M +—
WI?IDING ®0.65x0.5TSx100L(mm) 8 | IH ‘%‘I
KHZ KHW7Z | | |
Z1= 72= : | |
DGV ES 25 rg; 100 I“g; BERE: i
TEST FREQ _ _ —x
Z3= — wnz | Z4= — \uz @JW =11
R - B % T B
TEMP HUMIDITY o F LN
R M R shapnzek)
HE ELECTRIC CHARACTERISTICS DIMENSION (unit:mm)
TEST Z1(Q) |72(Q) | Z3(Q) | Z4(Q) | A B C D E F G H
ITEM
125 | 230 29 30 13 32 | 26.0 |29.4 | 13.0 [12.95
+ / / 1.0 1.0 0.8 1.0 | 0.8 | 0.8 0.5 0.5
- 0 0 1.0 1.0 0.8 1.0 | 0.8 | 0.8 0.5 0.5
1 | 1511 | 2655 29.33 130.10 | 13.79 | 32.28 |26.05 |29.35 | 13.11 [12.89
2 | 151.8 | 265.4 29.31 [30.09 | 13.61 |32.32 [26.12 |29.42 |12.85 | 12.95
3 | 1516 | 266.3 28.85(30.12 | 13.57 | 32.32 [25.94 |29.44 | 13.01 [13.02
4 | 151.3 | 266.1 28.89 [ 30.00 |13.72 | 32.45 [25.97 |29.38 | 13.03 [13.10
5 | 1515 | 266.3 28.86 129.95 | 13.66 | 32.45 |25.85 [29.36 | 12.94 |12.91
6 | 151.8 | 265.7 29.33 129.97 |13.69 | 32.40 |26.01 [29.30 | 12.97 | 12.88
7 | 1519 | 266.5 29.30 | 29.99 [13.67 | 32.42 |26.13 |29.45 | 13.04 | 13.07
8 |151.7 | 265.9 29.38 129.94 | 13.68 | 32.30 [26.08 [29.40 | 13.10 |[12.90
9 |151.3 |266.3 28.90 | 30.12 | 13.59 | 32.29 [25.99 (29.49 |12.88 [13.09
10 | 151.9 | 266.2 28.86 | 30.15 | 13.74 | 32.43 [25.93 [29.53 | 12.85 |12.95
X |151.58 |266.26 29.10 | 30.04 | 13.67 | 32.36 [26.00 |29.41 |12.97 | 12.97
Y/N| v Y Y Y Y Y Y Y Y Y
et B B ¥ i R
TR 135 75
TEST INSTRUMENTS: A - - - - - N \ INSPECTED CHECKED APPROVED
E4991A+16194A
P @)
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IMPEDANCE V.S FREQUENCY (Z-Y)

L 9SEAN i H
CUSTOMER DATE 2025.05.12
Bk R
ITEM HY28A2024-0A2 SERIAL NO .
MR MATERIAL CHARACTERISTICS
g WRER #1 A0 18 % B BERE
hBsk MRS % LLiEERTF Relative ﬁ Saturation R ®W Cu%e B X
Mate Initial Relative Temperature Magnetic Flux Reman fBEN Tempera Electrical EE
-rial Permeability Loss Factor Coefficient Density -ence Coercivity _ture Resistivity  Density
Unit U, Tan 6/u, a pgy Bs Br HC Tc o d
symbol  +20% x10° x10° (MT) (MT) (A/m) (C) (Q +m) glem’
16 (0.1MHz)  5-10 280(1600A/m) 200 20 >130 >10° 4.6
1000
—
——’/
vd T
100 ,,/
o
<
©
=
& /
=S /
g /
[—
10
V4
1
10 100 500
Frequency(MHz)
TG
TESTING CONDITION:
1. R o " % e 7R
Testing Equipment: E4991A+16194A TESTED CHECKED | APPROVED
2. AR R [ R
) A 2R [ ] 1-500MH

Testing Frequency Range:

3. ECARA

Testing Coil Specification:

®0.65x0.5TSx100L(mm)
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